SerialGhost

QUICK START

Important tips:

= Device requires 5V DC power
through USB-B connector

= To access data and configuration,
connect to a computer using a USB
data cable, then press and hold button

= Device needs to be configured to
match monitored serial bus



Connect
the device
either to a single

serial source, or in-line

on a serial bus. Connect to
computer using a USB A-B cable

used for 5V power and configuration).

Press and hold the side button
to switch to flash drive mode

File Edit Format View Help

This is recorded data stored in

file LOG.TXT Recorded data is
The RX and TX data streams are Sto red ]n f] le

separated by the [1] and [2]

marks. Time-stamps are marked LOG " TXT

with brackets.




To configure the device edit file

CONFIG.TXT

in the flash drive main folder

@ o - ===% Baudrate, parity, bit
‘Baudrate=9600 | count and stop bits
Bits=8 .
| parity=None in CONFIG.TXT must
StopBits=1 match the actual
TimeStamping=Yes .
serial bus
configuration

Baudrate = 300 / 600 / 1200 / 2400 / 4800 / 9600 /
14400 / 19200 / 38400 / 56000 / 57600 / 115200

Bits=5/6/7/8

Parity = No / Even / Odd / Space / Mark

StopBits=1/1.5/ 2

LogStream = Both / Tx / Rx

StreamMarkers = Yes / No

LogMode = Bin / Hex / Dec

Separator = Space / NewLine / Tab / Comma / None

Separator2 = Space / NewLine / Tab / Comma / None

CorrectNewLines = Yes / No

DisableLogging = Yes / No

TimeStamping = Yes / No  (TimeKeeper version only)






