PSUQUICK START

Commodore 64 / 128 / Plus/4
Amiga 500 / 600 / 1200 / CD32
Atari XL / XE / 520ST
Sinclair QL / ZX Spectrum
ColecoVision
T1-99/4A
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Classic Modern



Commodore “°9“ A
64 +5V DC +5V DC

Commodore °'ac~on-ane
128 gvm

+35V DC

Cé64 ov Ac @mm

1541 t3VEC +Svibc
FDD o GND GND
Commodore *v Ac ov ac
PlUS/ 4 GND +5V DC

AMIGA +12V DC m ?;?,gc
300/600/1200 sweo

+3V DC

AMIGA +5V ocm/ﬂzv DC
CD32 GND






www.keelog.com/power-supply

Touch sensor

OLED
digital display

p ) OLED digital display
| s \-‘,f’

Touch sensor

= Use only in combination with system specified above
= Hazardous voltage - do not open or tamper withﬁ

Compliant
= Operating temperature range 10C...45C I 4
= Do not expose to fire, liquids, high humidity, dust C €

= Do not obscure ventilation holes
» Do not short-circuit or exceed rated output current

IMPORTANT SAFETY INFORMATION ﬁ
= For indoor use only
Made in the E.U. For more information visit www.keelog.com



